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CHLOROMATIC
An advanced Clo Generator 2 
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CHLOROMATIC

SCHEMATIC

ORP & pH SENSOR

ORP Range                                : -1000 to +1000 mV

Body Material                           : ABS

Max.Opera�ng Pressure : 5 Kg/cm²                                        

Cable Length                                         : 3 meters                                        

Moun�ng Thread                                        : 3/4” BSP                                        

DOSING PUMP

Electrical                                        : 230 V AC (+/- 10% ) 50 HZ                                        

Suc�on Tubing              : 4/6 mm                                

Discharge Tubing              : 4/6 mm                                

Dosing Rate              : 3/6/10LPH @ 4 Kg/cm                                
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We�ed Parts             : PP                                

FEATURES

Accurate ORP Controlled Dosing with Level Interlock                                       

Specially Designed Ac�vator Chamber for Stabilized 
Chlorine Dioxide                

Auto Voltage Regulator (Op�onal)                                        

Metering Pump - 3 Nos

Control Panel 

 ORP & pH Sensor with holder                                          

Wall Moun�ng skid                                        

SCOPE OF SUPPLY

3.5” LCD display                                        

Loaded Fuzzy Logic                                         

Ingress Protec�on           : IP65                               
IoT Enabled Process Monitoring (Op�onal)                                        
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pH Range                              : -  2-11


	Page 1
	Page 2

